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RIVIERA GENERAL NOTES
\ BAR & DINING \\ —_—
\ ROOM \ SYMBOLS THIS DETAIL SHALL BE USED WHERE, AT ANY TIME, ANY VEHICLE, EQUIPMENT, WORKERS, OR THEIR
\ f ACTIVITIES WILL ENCROACH ON ONE LANE OF A 2, 2W HIGHWAY OR BRIOGE. TRAFFIC SIGNALS
\\ m Work area SHALL BE REQUIRED. THIS DETAIL SHALL BE USED IN CONJUNCTION WITH TRAFFIC CONTROL AND
R10-6A-2430 ' P Sign PROTECTION STANDARD 701316,
WHEN TRAFFIC SIGNALS ARE NOT IN OPERATION, FLAGGERS SHALL BE USED AND TRAFFIC CONTROL
1—_ Type III barricade with steady burning light SHALL CONFORM TO TRAFFIC CONTROL AND PROTECTION STANDARDS 701201 OR 701206,
BIDIRECTIONAL LIGHTS SHALL BE USED AT NIGHT ALONG THE CENTERLINE WHERE THE WORK AREA
O Drum with steady burning light 1S SEPARATED FROM THE TRAVEL LANE USING DRUMS. MONG DIRECTIONAL LIGHTS SHALL BE
USED AT NIGHT ON ALL OTHER DRUMS.
e e e e e <@ Traffic signal with backplate EXISTING OR TEMPORARY PAVEMENT MARKING SHALL BE ON BOTH SIDES OF THE OPEN LANE
< FROM STOP BAR TO STOP BAR. REQUIRED TEMPORARY PAVEMENT MARKING SHALL NOT BE
- - Double vertical panel PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE TRAFFIC CONTROL AND
,w._____.___________wu[;.?» wwwwwwwwwwwwwwwwwww 1 4 PROTECTION, STANDARD 701316,
F * Microwave Detector RELOCATION OF TRAFFIC CONTROL DEVICES FOR STAGING SHALL NOT BE PAID FOR SEPARATELY
oy \ 500’ : BUT SHALL BE INCLUDED IN THE COST OF TRAFFIC CONTROL AND PROTECTION, STANDARD 701316.
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